Current Transformer
Models 14, 15, 16

Window Diameter 0.64" 0.94" 1.25”"

AN @

APPLICATION:
With ammeters, energy management systems,
and instrumentation.

FREQUENCY:
50-400 Hz.

INSULATION LEVEL:
600 Volts, 10 kV BIL full wave.

Terminals are brass studs No. 8-32 with one
flatwasher, lockwasher and regular nut.

Flexible leads are UL 1015 105°C
CSA approved. #16 AWG 24" long.

Non-standard length to be specified. SFT case
style also available as SFL with leads.

Approximate weight 0.9 Ibs.

Model 15RT SHOWN

CATALOG | CURRENT | ACCURACY | BURDEN | DIM || CATALOG |CURRENT | ACCURACY | BURDEN | DIM
NUMBER | RATIO | AT60Hz |VAGt60Hz | “A" || NUMBER | RATIO | AT60Hz |VAGt60Hz| “A"
14%*-500 505 +1.5% 25
16%*—500 505 +2% 15
14**—600 60:5 +1.5% 25 .
9 16**—600 60:5 +2% 15
14%+-750 755 +1.5% 25 050 -
— : +
14+*—800 8055 +10% 25 16%7=750 55 £ 30
14%+—-101 100:5 +1.0% 30 16**—800 80:5 2% 30
15**—500 50:5 £15% 20 16*+—101 1005 1% 30
15%*—600 60:5 +1.5% 20 16**—121 1205 +1% 40
15**—750 755 +15% 25 16**—1250 125:5 +1% 50 1.25
— - +1.0%
15%*—800 80:5 710; 20 S 1505 1% oo
15++-101 100:5 +1.0% 20
, 0.94 16%+—1750 175:5 +1% 70
15%*—121 120:5 +1.0% 3.0 1%
16%+—-201 200:5 +1% 8.0
15%+-1250 1255 +1.0% 40
0,
15*%*—151 150:5 +1.0% 5.0 16**—251 250:5 +1% 10
15**—1750 1755 +1.0% 10 16**—301 300:5 +1% 10
15++—-201 200:5 +1.0% 125 16%*—401 4005 +1% 15

**Note: When ordering, prefix Cat No. with model designation required i.e. 14RL—600, 155FT—151, 16RT—151, etc.




Model 14, 15, 16
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